NORTH BIHAR POWER DISTRIBUTION CO. LTD.

[Office of Chief Engineer, Project-11]

(Regd. Office: Vidyut Bhawan, Bailey Road, Patna)
CIN No: U40109BR2012SGC018920

Letter No: l 1 ‘_5 Contact No: +91-9264437179

[File No: NB/P-II/RDSS/V.Empanelment/Saharsa circle/48/2023] ‘
Dated: [ 4 / oh /&0)\3 E-mail: cerdssnbpdcl2@gmail.com

From,

Pranav Kumar

Chief Engineer (Project-II)
To,

M/s Vindhya Telelinks Ltd.
Club 125, 6th Floor, Tower A, Plot No -3,4&5

Sector 125, Noida, UP-201301
Sub: - Approval of GTP of SWG wire against NIT No: 32/PR/NBPDCL/2022 for Saharsa Circle.

Ref: 1. This Office NOA No: 17 & 18 dated 06.03.2023.
2. Your Letter No- 19 dated- 08.06.2023
3. Vendor Approval vide CE (Project-II) letter no. 151 Dated 09.06.2023 .

With reference to the subject noted above, please find enclosed herewith the GTP SWG wire for Development
of Distribution Infrastructure against NIT No: 32/PR/NBPDCL/2022 for Saharsa Circle under Revamped Reforms-
Based And Results-Linked, Distribution Sector Scheme.

15:,._ Naisie of Tisin Vendor Name
1 7/3.15 mm GI Wire
2 7/1.6 mm GI wire M/s Kritika Wires Ltd. 1 A, Bone field Lane Kolkata -
3 4 mm GI wire 700001
4 Barbed Wire (12 SWG)

The Correction wherever required in GTP/ Drawing submitted by the manufacturer has been done. However,
these Drawings shall be subject to correctness as per technical specifications of the tender document and the entire
responsibility of the correctness of the drawing as per the specifications as well as supply of material according to the
technical specifications of the contract agreement shall be responsibility of the contractor.

In case of any conflict or contradiction between GTP / Drawings & Technical Specifications, the decision of
C.E. (Project-II) shall be final and binding on both the parties. Contractor shall have to replace the material to the
entire satisfaction of the owner in case the material is found unsuitable for use in the project, at any stage

Please carry out the works immediately under conditions stated above.

Encl.:- As above.

ours faithfully 5
K";/o;'y
WA

(Pranav Kumar)
Chief Engineer (Project-II)



Memo nor}g/ dated.., 2’/ . L(/ 2023, J

Cony farwarded M/s NOC Timited, Hyderahad/ M/s ISP Projects Ltd, UP / M/s Polycab Limited, Mumbai /
M/s Ashoka Buildcon Limited, Nashik/ M/s Cabcon Limited, Kolkata/ M/s Techno Power Enterprises Private

Limited, Kolkata/ M/s Vaishno Associates Vidyut Projects LLP, Jaipur for informatio M

Ve B PO

(Pranav Kumar)
Chief F?neer (Project-IT)

Memo No [:)"5 / dated.. .[..3 Ch LA 222

Copy forwarded to Director (Projects)/ OSD to MD, NBPDCL , Patna for kind i formatlon

@/J

(Pranav I\umar)
Chief Engineer (Project-II)

w-”"/‘/
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VINDHYA TELELINKS LIMITED
Revamped Reforms-Based And Results-Linked Distribution SPN;r'-Schoﬁlhcf
NORTH BIITAR FOWER DISTRIBUTION CO. LTD -
1. 246 dated 6th March 2023 fop Supply against NIT No.28/PR/NBPDCL/3025
2. 17 dated 6th March 2023 for Supply & wins( NIT No.32/PRINBPDCL/2022
G.I. Stay Wire 7/16 SWG
Kritika Wires Limich

MP BIRLA
GROUP

MATERIAL DESCRIp
: | Manufacturer
S ——

I'ION

s anee e
GUARANTEED TECHNICAL PARTICULARS

G.L Stay Wire 7/1.60 mm.(7/16 SWG) diumeter
Sl. No. Description [ Unit | Guaranteed Partigylars e ~h:

Maker’s Name & A —_— |
Kritika Wires Limited
1A, Bonfield Lanc, Kolkata-700001 o
Vill, : Bhagabatipur, P.O. : Chaturbhujkati, Sankrail, Howrah- ‘
711313, saxs e §
a) | Steel Wire/Rod TATA/RINL/SAIL/IINDA/ Others -
Iﬂ_— Binani Zinc/Hindustan Zinc Ltd/Others _
_B. Complete G.I. Stay Wire | Tkrntika Wires Limited
G.I. Stay Wire before Stranding —
3. [ a -ﬂﬂ- 1.60 — .
m-m- 0.06,-0.6 ' - , |
4. Breaking Load -KI- 1.41(minium - e 1
5. | Weight of Zinc Coating [ _gm./m% | 190 minium = - -
| 1

|6: | Dip Test 2x1 min -
|

PN T

| Wrapping Test Wire shall not break or split when wrapped 1
for eight close turns around its own diameter and on being ‘f

subsequently unwrap ped for seven turns

- - =
Adhesion Test . The zinc coating Shal| remain adherent to the steel wires, it

8.
shall not flake off nor crack to such extent that there js

’ Possibility nf removing any L by rubbing with ‘ba}ﬁ,ngers !
— o | when wound around a mandrel 4D x 10 Turns. e 1]
4.1, stdy Wire after Stranding e}
9. Lay length 57.6 ( Min) ]
| 86.4 (Max ~ . 4
-mm- a4 =
-Ii_ 8.80 (Min e -
12, Elongation [ % | 6 (Min) (Gauge I'ength = 600 mim = Wl

: () 2 i
1x 2 Min r

Individual Wire after Strangding “ I o g
13 [a) | Diameter m%_r 1)
| b) | Weight of zinc coating WMM‘ —]
d)

S - . 5 “-\%‘.& T e
Adhesion Test The zinc coating Shall remain adherent to the stee| wires, it |

! |
| shall not flake off nor crack to such extent that there is |
| possibility of removing any zinc by rubbing with bare fingers |
| ; when wound around a mandrel 4D x 10 Turns B il

|

—)

Subject 10 1 peotved of (e
are ot & e of
yOLj a\{‘ e ,,}_Cngg?:i‘"‘ihi-y’ b ial
e s of materna . M
~aHs O \Ll
Gorrecti W -t

ject-)

oA A - (Pro
apiik engineer ( o
Chief ‘EZ\’IBF”DCL Kritika Wires Limited
00L West Bengal India U +91 33 4003781/ e sales@kritikawires.com w www.kritikawires.com

tegd Office 1A, Bonficld Lane Kilkala 700 004 33 : 2ES N 143
‘ogporate Office 'Unit No. 201 2nd Floor Bus Tarminus & Commercial Comnplex Plot-BG-12, AA-IL, New Town Pride Hotel Ruilding t +91 33 2986 2140 / 2142

: 5
Vorks Vill Bhagabatipur P.O. Chatuibhujkatl Sankrail Howrah 711 313 CIN : L27102WB2004PLC098699 GST : 19AACCK5615N1Z
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VINDHYA TELELINKS LIMITED
Revamped Reforms-Based And Results-Linked Distribution Sector Scheme
NORTH BIHAR POWER DISTRIBUTION CO. LTD -
1. 246 dated 6th March 2023 for Supply against NIT No.28/PR/NBPDCL/2037 |
2. 17 dated 6th March 2023 for Supply against NIT No.32/PR/NBPDCL/2022*_\

G.I. Stay Wire 7/16 SWG
Kritika Wires Limited

GUARANTEED TECHNICAL PARTICULARS

G.1. Stay Wire 7/1.60 mm.(7/16 SWG) diameter
| a) | Diameter | _mm. [1.57-1¢6 = -
| b) [ Weight of zinc coating _gm./m? | 1805 (Min 7 - :,:_:.]J

/
1x 2 Min all i

The zinc coating Shall remain adherent Lo the stee| wires, it
shall not flake off nor crack to such extent that there is ‘
possibility of removing any zinc by rubbing with bare fingers |
when wound around a mandrel 4D x 10 Turns I
g I

T T T T _N/mm? | 700 (Min -~ e
mm_ Kg. 75-100

Weight per kilometre of G.I. Stay Kg./Km., 110.5(Non1inal) & |
e

Adhesion Test

Wir
17 | Sectional area of stranded Wire | _mm® | 14.08 Nominal) -~ ) |
18 Chemical Composition ] 5 ‘—{‘
a) Sulphur | % | 0.060 (Max & ]
e, b) Phosphorus “M Z iy ]
19 Standard according to which the IS 2141 -2000 T T

| wires are manufactured and IS 4826-1979 sl |‘

| tested " |
_ Details of Packing L& | Eaen coil of wire shall be suitably bound il - B
21 m_— Nil ‘

¢ to the CONI - cine
subject 19 & absolvec

o 0D s ryF
ou are - nsibility © ‘als
¥ reSPY o of materials
Correcin® W

Neer (Project-il)

Chief Eng\‘BPD

Kritika Wires Limited

Regd Office 1A, Bonfield Lane Kolkata 700 001 West Bengal India t +91 33 40037817 e sales@kritikawireﬁ.cym wg;v;v?\’mél;rétslk;xge/s;&r;
Co?porate Office ’Unit No. 201 2nd Floor Bus Terminus & Commercial Complex Plot-BG-12, AA-I, New Town Pride Hotel BullgmgStT+ o
Works Vill Bhagabatipur P.O. Chaturbhujkati Sankrail Howrah 711 313 CIN : L27102WB2004PLC09869 3
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EID CONTRACTOR VINDHYA TELELINKS LIMITED
f!f(%%m aia | PROJECT Revamped Reforms-Based And Results-Linked Distribution Sector Scheme
| & Bckovr ™ ey ENT NORTH BIHAR POWER DISTRIBUTION CO. LTD - -
NOA NO, 1. 246 dated 6th March 2023 for Supply against NIT No.28/PR/NBPDC1./2022
i 2. 17 dated 6th March 2023 for Supply against NIT No.32/PR/NBPDCL./2022
YJ MATERIAL DESCRIPTION G.I. Wire 8 SWG
L Manufacturcr Kritika Wires Limited e
GUARANTEED TECHNICAL PARTICULARS
G.I. Wire 4.00 mm.(8 SWG) diameter
Sl. No. Description Unit Guaranteed Particulars =
2 1 Maker’s Name & Address =
a) l Office Kritika Wires Limitad
1A, Bonfield Lane, Kolkata-700001
b) l Works Vill. : Rhagahatipur, P.0, | Chaturbhujkali, Sankrali,
Howrah-711313,
- Name of manufacturer of:
a) Steel Wire/Rods TATA/RINL/SAIL/JINDA/ Others
b) Zinc Binani Zinc/Hindustan Zinc Ltd/Others
S Complete G.I. Wire Kritika Wires Limited e
3. a) Diameter of wire mm. 4.00 > il [
b) ’_?olerance on diameter %, mm, + 2.5%,3.90 mm to 4.10 mm /‘——‘ T
4 Sectional Area mm? 12.56(Nominal) o~ i
5. [ Tensile Properties
a) Condition Soft Galvanized P
!
‘ b) Tensile Strength N/mm? 300-550 . S50-9g0 AL f
a) Wrapping/Bend-Fest Wire shall withstand without breaking or splittir-{g_.b—éﬁ;i
wrapped
1D x 8 Turns and subsequently straightened ’
b) Adhesive Test The zinc coating shall remain adherent to the steel
wires, it shall not flake off nor crack to such extent that
there is possibility of removing any zinc by rubbing
with bare fingers when wound around a mandrel 6D x |
10 turns. |
7 liinc Coating Q‘]J
a) Type of Zinc Coating ED T
Heavy i CHECK _*I
b) Weight of Coating gm/m? B o y |
280 (minimum) = év ‘ il
c) Number of Dips 3x1 min & V 1)
1x 2 min = p-11 ESE(P
AgE(P-1) EEE(PID ESE

& /

cot-ih

“ Kritika Wires Limited

Regd Office 1A, Bonfield Lane Kolkata 700 001 West Bengal India t +91 33 40037817 e sales@kritikawires.c.om w www.kritikawires.com
Corporate Office Unit No. 201 2nd Floor Bus Terminus & Commercial Complex Plot-BG-12, AA-I, New Town Pride Hotel Building t +?1 33 298(6:'551225/[\1235
Works Vill Bhagabatipur P.O. Chaturbhujkati Sankrail Howrah 711 313 CIN : L27102WB2004PLC098699 GST : 19AAC

- (Proie
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CONTRACTOR D/INDHYA TELELINKS LIMITED
PROJECT Revamped Reforms-Based And Results-Linked Distribution Sector Scheme
CLIENT NORTH BIHAR POWER DISTRIBUTION CO. LTD

NOA NO. 1246 dated 6th March 2023 for Supply against NIT No.28/PR/NBPDCL/2022
2. 17 dated 6th March 2023 for Supply against NIT No.32/PR/NBPDCL./2022

MATERIAL DESCRIPTION G.L Wire 8 SWG

Manufacturer Kritika Wires Limited s

EnE

MP BIRLA
ROUP

GUARANTEED TECHNICAL PARTICULARS

G.I. Wire 4.00 mm.(8 SWG) diameter

Cliemlcal Composition | [

a) Carbon % 0.23 Max 0.2 ./, M~
b) Manganese % 0.30-0.60

c) Sulphur % 0.055 Max o

d) Phosphorus % 0.055 Max ~

Weight of each coil Kg. 50-70 o

Standard according to which the wires are IS 280:2006 /

manufactured and tested IS 4826:1979 o

| Details of Packing Each coil of wire shall be suitably bound e——n
Weight per kilometer of G.I., Wire ‘ Kg./km. 98.6 (Nominal) |

| | Nil e

. Tewsile S*mvn-"k (offer aﬂ‘l""“‘m“a}"? $s5-98 kg | muni—

. El V\(“)c\%\oﬂ Q"\ Q«O\“'J COO‘Q&:‘) > 6°h v‘r\?r\glmqu

© M;Y\ B‘E&K«‘-‘U load .;,Fw‘.rg_ . LH’L—"(BCﬁ ﬁ\r&

181 48261979

. ke."a'H" ():Fvo.n{e E"\ éﬁlfl\- C@"‘k e QD%““{,

Neo\Wevawnce. — V5ol

?

D AF’PRQVE_Q

CRHECKES Subject to the conditicn_that
%/ U v. you are not absolved of the
r‘r\f,"'{f -

S fesponsibility of
1) EEE(P-11) £aRU38Y Correctng}f;s cof materials

o

Chief Engineer (Project-il)
NBPDCL

Kritika Wires Limited

gal India t +91 33 40037817 e sales@kritikawires.com w www.kritikawires.com
BG-12, AA-T, New Town Pride I lotel Building t +91 33 2986 2140 / 2142
CIN : L2/102WB2004PLC0986YY GST : 19AACCK5615N1Z5

Regd Office 1A, Donfield Laie Kulkata 700 OUL West Ben‘
Corporate Office Unit No. 201 2nd Floor Bus Terminus & Commercial Complex Plot-
Works Vill Bhagabatipur P.O. Chaturbhujkati Sankrail Howrah 711 313
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WIRED DIFFERENTLY
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CONTRACTOR VINDHYA TELELINKS LIMITED
Mp gma | PROJECT Revamped Reforms-Based And Results-Linked Distribution Sector Scheme
GRANR CLICNT NORTII BOHIAR 'OWEK DISTRIBUTIUN CU. L'1'D
NOA NO. 1. 246 dated 6th March 2023 for Supply against NIT No.28/PR/NBPDCL/2022
2. 17 dated 6th March 2023 for Supply against NIT No.32/PR/NBPDCL/2022
MATERIAL DESCRIPTION | G.L Stay Wire 7/10 SWG
Manufacturer Kritika Wires Limited S
GUARANTEED TECHNICAL PARTICULARS
G.I. Stay Wire 7/3.15 mm.(7/10 SWG) diameter
61, No. Desuiiplivin unit Guaranteed Particulars N oo
1. Maker’s Name & Address
a) | Office Kritika Wires Limited
1A, Bonfield Lane, Kolkata-700001 ]
b) | Works Vill. : Bhagabatipur, P.O. : Chaturbhujkati, Sankrail,
Howrah-711313. .
2; Name of manufacturer of:
a) | Steel Wire/Rod TATA/RINL/SAIL/JINDA/ Others
b) | Zinc Binani Zinc/Hindustan Zinc Ltd/Others
c) | Complete G.I. Stay Wire Kritika Wires Limited

G.I. Stay Wire before Stranding

3. a) | Diameter of wire mm. 3.15 /

b) | Tolerance mm. +0.06,-0.03 S =

4. Breaking Load KN 5.46 (Min) -~

5. Weight of Zinc Coating gm./m? | 240(Mim) a5t smloqwm— A |

6. Dip Test Number 3x1 Min ot o]

7. | Wrapping Test Wire shall not break or split when wrapped
for eight close turns around its own diameter and on
being subsequently unwrapped for seven turns.

8. Adhesion Test The zinc coating Shall remain adherent to the steel wires,
it shall not flake off nor crack to such extent that there is
possibility of removing any zinc by rubbing with bare |
fingers when wound around a mandrel 4D x 10 Turns. '

G.I. Stay Wire after Stranding i

9. Lay length mm., 113.4 (Min)

170.1 (Max)

10. Overall Diameter mm. 9.45(Nominal)

1d. Breaking Load KN 36.26(Min) N

12, Elongation % 6(Min) (Gauge Length = 600 mm) .~ o

CHECKED

' V APPROVED
AEE(P-IT) EEE(P-II) ESE{Pdllibject to the condition_thaw
yod are not absolved_of th\i,/

responsibility of

Correctnegss of mate\:ijﬂi/
" b

Chief Engineer ( j e
EPD Cﬁ(ﬂﬁﬁw}es Limited

Regd Office 1A, Bonfield Lane Kolkata 700 001 West Bengal India t +91 33 40037817 e sales@kritikawiref.cpm w www.kritikawires.com
Corporate Office Unit No. 201 2nd Floor Bus Terminus & Commercial Complex Plot-BG-12, AA-I, New Town Pride Hotel Building t +91 33 2986 2140 / 2142
Works Vill Bhagabatipur P.O. Chaturbhujkati Sankrail Howrah 711 313 CIN : L27102WB2004PLC098699 GST : 19AACCKS5615N1Z5
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|
| Manufacturer Kritika Wires Limited

CONTRACTOR VINDHYA TELELINKS LIMITED .
o giiia. | PROIECT Revamped Reforms-Based And Results-Linked Distribution Sector Scheme
Bk | CLIENT NORTH BIHAR POWER DISTRIBUTION CO. LTD

NOA NO. 1. 246 dated 6th March 2023 for Supply against NIT No.28/PR/NRPDCL/2022
2. 17 dated 6th March 2023 for Supply against NIT No.32/PR/NBPDCL,/2022 o

MATERIAL DESCRIPTION | G.I. Stay Wire 7/10 SWG

GUARANTEED TECHNICAL PARTICULARS

G.I Stay Wire 7/3.15 mm.(7/10 SWG) diameter

Individual Wire after Stranding )
13 ti) Diameter of wire i, 3.12-3.21 —~

b) | Weight of zinc coating gm./m? [-228¢(Min) ASC gul[w
Dip Test Number 2x1 min

<)
1x 2 min
d) | Adhesion Test The zinc coating Shall remain adherent to the steel wires, |

it shall not flake off nor crack to such extent that there is |

I

|

| possibility of removing any zinc by rubbing with bare
} fingers when wound around a mandrel 4D x 10 Turns.
l

|

14 Tensile strength N/mm? [ 700 (Min) 2
15 Coil Weight Kg. 75-100 e e
16 Weight per kilometre of G.I. Stay Kg./Km. 428 (Nominal)
Wire |
[17 | Sectional area of stranded Wire mm.? 54.52 |
18 u:hemical Composition j
|_a) Sulphur % 0.060 (Max) ~— |
| b) Phosphorus % 0.060(Max) S ___j
l 19 Standard according to which the IS 2141 -2000 A Ts -6s594 |
wires are manufactured and tested IS 4826-1979 TS~ 883 = —
| 20 | Details of Packing Each coil of wire shall be suitably bound i
| 21 | Others, if any Nil . |

. Tewnle arfulc — 4 M

) = ) laken ©N an fuoo A‘;"‘W‘Le
Mo Jif betwen = ias “8 g j " A~

A

APPROVEdption that
KED Subject to the condi On_
\CHEC youJ are not absolved_of the
| responsibility of _
Correciness of materials

.. EEE(P-I1) ESE(P-ID)
ABE(P-I1) EEE( - ke

hief Engineer (Project-il)
. !%BPDCL

F

Kritika Wires Limited

Regd Office 1A, Bonfield Lane Kolkata 700 001 West Bengal India t +91 33 40037817 e sales@kritikawires.com W www.kritikawires.com

'
COIPOIate Office Unit No. 201 2 d Floor Bus Terminus & Comn ercial Comp ex Plot-BG 12, AA-I, New Town Pride Hotel Build g t +91 33 2986 2140 2142
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CONTRACTOR VINDHYA TELELINKS LIMITED

PROJECT Revamped Reforms-Based And Results-Linked Distribution Sector Scheme |
CLIENT NORTH BIHAR POWER DISTRIBUTION CO. LTD

NOA NO. 1. 246 dated 6th March 2023 for Supply against NI'T No0.28/PR/NBPDCL/2022

2. 17 dated 6th March 2023 for Supply against NIT No0.32/PR/NBPDC1./2022

MATERIAL DESCRIPTION | G.I. Barbed Wire

Manufacturer Kritika Wires Limited

]

GUARANTEED TECHNICAL PARTICULARS OF G.L BARBED WIRE

Sl. No. Description Unit Guaranteed Particulars

1 Maker’s Name & Address P

a) | Office Kritika Wires Limited
Office : 1A, Bonfield Lane, Kolkata-
700001 i
Works : Vill. : Bhagabatipur, P.O.:
Chaturbhujkati, Sankrail Howrah-711313
b) | Works o

2: Name of manufacturer of:

a) | Steel Wire/Rods SAIL/RINL/TISCO J
b) | Zinc Hindustan Zinc Ltd/Binani Zinc Ltd |
c) | Complete G.I. Wire Kritika Wires Limited ‘1

3. Type Of Barbed Wire A (Lowa Type) |

4. Size Designation of Barbed Wire 1 !

5. a) | Diameter of Line wire mm. 2.50 o |

Diameter of Point wire 2.50 2 1
b) | Tolerance on diameter (Line Wire) mm. + 0.08mm e ‘
Tolerance on diameter (Point Wire) £ 0.08mm a i

6. Barb Length mm 13 - 18 g

7. Distance Between Two barbs mm 75812 o

8. Tensile Properties S

a) _ Tensile Strength of Line Wire MPa ™" | 390-590 o
b) Tensile Strength of Complete Barbed Wire KN ) 3.7 (Minimum)

9. Wrapping Wire shall withstand without breaking or splitting
being wrapped eight times round its own _
diameter and subsequently straightened |

10. No. Of Lays between two consecutive barbs Nos. 2=7 o

Lo weE
@0 7 APPROVED

you are not abso!
’ responsibility of

Gorrectness of materials
K\}/

et Engineer (Project-i)
- I%IBPDCL

x hiset to the condition_that
buhé psolved _of the

=)

Kritika Wires Limited

2:?"0 Otfﬁg;fllA,U B.onfield Lane Kolkata 700 ‘001 West Bengal India t +91 33 40037817 e sales@kritikawires.com w www.kritikawires.com
porate Office Unit No. 201 2nd Floor Bus Terminus & Commercial Complex Plot-BG-12, AA-I, New Town Pride Hotel Building t +91 33 2986 2140 / .2142

CIN : L27102WB2004PLC098699 GST : 19AACCK5615N1Z5

Works Vill Bhagabatipur P.O. Chaturbhujkati Sankrail Howrah 711 313
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|£0NTRACT OR VINDHYA TELELINKS LIMITED
e i ik l PROJECT Revamped Reforms-Based And Results-Linked Distribution Sector Scl}gLne_
BERS |£LIENT NORTH BIHAR POWER DISTRIBUTION CO. LTD
NOA NO. 1. 246 dated 6th March 2023 for Supply against NIT No.28/PR/NBPDCL/2022
2. 17 dated 6th March 2023 for Supply against NIT No.32/PR/NBPDCL./2022 o
j | MATERIAL DESCRIPTION | G.I. Barbed Wire ]
[_ | Manufacturer Kritika Wires Limited ___“j

GUARANTEED TECHNICAL PARTICULARS OF G.I. BARBED WIRE

13 ! Zinc Coating ‘ '
a) Type Of Coating Light ”_‘j i
b) __ Weight of Coating gm/m? 80 (minimum) R j
c) Number of Dips 1x1 min ~ |
1x Y2 min !
12 |_Chemical Composition
a) Carbon % 0.23 (Max) P
b) Manganese % 0.30-0.60 & .
c) Sulphur % 0.050 Max 7
d) Phosphorus % 0.050 Max e
B. Weight of each coll Kg. 2535 28-32  p
14, Standard according to which the wires are manufactured IS 278:2009 T
and tested IS 4826:1979 z . _'
15, Mass of Complete Barbed Wire Kg./km. 136 - 155 — N
16. | Other, if any Nil - j

@rUK?“a load a;ﬁ Ccml;e\-u-e, Bavb wive 5 . mm

\ena,u‘ pev Lcoua — €90 mt

o
-
CHECKED supie APPROVED
A 7Ry Subject to the candition tha
F Lo F o.10) you arc n_ot abaovlved_of the
cpeb-11) ESE( _Tesponsibility of
ARE(P-11) Correcy ss of matarials
o WA
So\wven
Chief Enginser Project
NRPDAL Aeet)

Kritika Wires Limited

Regd Office 1A, Bonfield Lane Kolkata 700 001 West Bengal India t +91 33 40037817 e sales@kritikawiref.c?m w www.kritikawires.com
Corporate Office Unit No. 201 2nd Floor Bus Terminus & Commercial Complex Plot-BG-12, AA-I, New Town Pride Hotel Building t +?1 33 298(6: 25122 5/ ,31125
Works Vill Bhagabatipur P.O. Chaturbhujkati Sankrail Howrah 711 313 CIN : L27102WB2004PLC098699 GST : 19AACCK



